Ceramic

Low Pass Filter

50Q DC™

Maximum Ratings
Operating Temperature
Storage Temperature

-55°C to 100°C
-55°C to 100°C

to 630 MHz

Features
» excellent power handling, 8.5W
e small size
¢ 7 sections

LFCN-630

Generic photo used for illustration purposes only

CASE STYLE: FV1206

RF Power Input* 8.5W max. at 25°C « temperature stable @ Aval!able e Tape and 'Ree'
’*PPassbar;t?j rating, derate Iingfarly tof tC’:h.SW Iat : 00°C amb:jerg. e LTCC construction Reel Size Devwces/Ree\
‘ermanent damage may occur It any of these limits are exceeaed. ° 7 20,50, 100, 200, 500,1000, 3000
protected by U.S. Patent 6,943,646 . 50,100, 200, 500,100,
Pin Connections P
Applications
RFIN 1 * harmonic rejection
RF OUT 3 * VHF/UHF transmitters/receivers
GROUND 2,4
Electrical Specifications-? at 25°C
Outline Drawmg Parameter F# Frequency (MHz) Min. Typ. Max. Unit
ALPHA-NUMERIC MARKINGS
MaY APPEAR(ONTOR) Insertion Loss DC-F1 DC-630 — — 1.2 dB
i Pass Band  Freq. Cut-Off F2 830 — 3.0 — dB
s é VSWR DC-F1 DC-630 — 1.2 — 3
7z ] F3 1000 20 — — dB
\m?, ShafE Stop Band Rejection Loss F4-F5 1050-3500 - 40 - dB
TOP VIEW SIDE_VIEW : F6 6000 - 20 - dB
— =D TYP { VSWR F3-F6 1000-6000 — 20 — 1
% ¢ (1) In Applications where DC isolation to ground is required, coupling capacitors are recommended to avoid DC leakage. Alternatively, if DC
] pass IN-OUT s required, Mini-Circuits’ “D” suffix version of this model will support DC IN-OUT, and provide>100 MOhm isolation to ground.
ETYP= = (2) Measured on Mini-Circuits Characterization Test Board TB-270.
FRONT VIEW
N PCB Land Pattern
PLATED THRU . . s
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GROUND PAD %
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Suggested Layout, bC F1 F2 FF:EFSUENCY F5 F8
Tolerance to be within +.002 .
Typical Performance Data at 25°C
Outline Dimensions (inch) F"zﬁn‘;_fz';w '"se':;fé‘) Loss "?‘{‘;R
A B C D E F G
126 .063 .037 .020 .032 .009 169
320 160 094 051 081 023 429 108-88 g-?g 1-82;
H J K L M N P wt 630.00 0.75 1.13
.087 .024 122 .024  .087 .012 .071 grams 700.00 0.95 1.20
221 0.61 3.10 0.61 221 0.30 1.80 .020 830.00 2.02 1.39
900.00 7.06 4.64
955.00 16.49 11.38
Demo Board MCL P/N: TB-270 1000.00 25.84 15.96
Suggested PCB Layout (PL-137) mg-gg 22-3‘5‘ ;g-gg
|=—.098—| B - .
072 TP A 2015.00 74.70 43.44
S ®/J 3000.00 51.23 49.64
.021 TYP—J J 3500.00 4512 45.72
028 TYP L Cu:;%’:i:%{g\@%‘ﬁfi 5000.00 30.26 35.46
.024 T\ﬂ’/——:JTI_.Ll "! j (SEE NOTE BELOW) 6000.00 23.74 25.94
L I
PIN 1 _]_LEE ,—] LFCN-630 LFCN-630
q INSERTION LOSS VSWR
4 80 100
: o 70
DuUT —| l—.019, 2 PL. 2 —
PACKAGE o 801
OUTLINE 2 50
NOTES: 1. COPLANAR WAVEGUIDE PARAMETERS ARE SHOWN FOR ROGERS | «
RO4350B WITH THICKNESS .020" % .0015". z 40 % 10 |
COPPER: 1/2 0Z. EACH SIDE. o 30 > T
FOR OTHER MATERIALS TRACE WIDTH & GAP MAY NEED TO BE 'D_f ;
MODIFIED. % 20 i
2. BOTTOM SIDE OF THE PCB IS CONTINUOUS GROUND PLANE. ] |
== DENOTES PCB COPPER LAYOUT WITH SMOBC =10
(SOLDER MASK OVER BARE COPPER) o _J 4
r 7| !
8 7J‘ DENOTES COPPER LAND PATTERN FREE OF SOLDER MASK 0 1000 2000 3000 4000 5000 6000 0 1000 2000 3000 4000 5000 6000
FREQUENCY (MHz) FREQUENCY (MHz)
Notes
A. Performance and quality attributes and conditions not expressly stated in this specification document are intended to be excluded and do not form a part of this specification document. REV.M
B. Electrical specifications and performance data contained in this specification document are based on Mini-Circuit’s applicable established test performance criteria and measurement instructions. M173979
C. The parts covered by this specification document are subject to Mini-Circuits standard limited warranty and terms and conditions (collectively, “Standard Terms”); Purchasers of this part are entitled LFCN-630
to the rights and benefits contained therein. For a full statement of the Standard Terms and the exclusive rights and remedies thereunder, please visit Mini-Circuiits’ website at www.minicircuits.com/MCLStore/terms.jsp EDR-6588/7
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